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IN THE CLAIMS: 

1 . (Previously Presented) A method for locating mobile units within an area using a 
wireless local area network, comprising: 

providing reference signal transmitters at selected fixed locations within said area; 

transmitting reference signals using said reference signal transmitters using a first 
selected channel of said wireless local area network; 

providing a computer having a database relating signal strengths of signals transmitted 
by said reference signal transmitters to location within said area; 

providing at least one access point coupled to said computer and providing wireless 
data communications between said computer and at least one mobile unit in said area using 
one or more channels of said wireless local area network that are different from said first 
selected channel; 

receiving a selected plurality of said reference signals at said at least one mobile unit, 
determining signal strengths of said received reference signals and transmitting data 
representing said received reference signal strengths to said computer via said at least one 
access point using said one or more data communications channels; and 

receiving said data representing reference signal strengths at said computer and 
determining position of said mobile unit using said database. 

2. (canceled) 

3. (Previously Presented) A method as specified in claim 1 wherein said wireless local 
area network is an IEEE Standard 802.1 1 network and wherein determining signal strength 
comprises determining RSSI value at said at least one mobile unit. 

4. (original) A method as specified in claim 1 wherein said transmitting reference 
signals comprises periodically transmitting reference beacon signals at selected beacon 
intervals. 

5. (original) A method as specified in claim 4 wherein said beacon intervals are 
selected to be different for each of said reference signal transmitters. 

6. (Previously Presented) A method as specified in claim 1 wherein said reference 
signals are transmitted in response to request signals transmitted by a mobile unit on said first 
selected channel. 

2 

PACE 5(8 " RCVD AT 2/13/2008 3:35:31 PM [Eastern Standard Time] * SVR:USPTO-EFXRF-5/22 * DNIS:2738300 * CSID:21 26190276 * DURATION (mm-ss): 02-34 



FROM Fay Kaplun & Marcl n, LLP 



(WED) FEB 13 ZOO© 16:37/ST. 1C:35/No. T61412B443 F> © 



Attorney Docket No. 40146/25901(1593) 

7. (original) A method as specified in claim 1 wherein said data communications 
channels are selected to be non-overlapping with said first selected channel. 

8. (original) A method as specified in claim 1 wherein said reference signal 
transmitters receive signals on said first selected channel and delay said reference signal 
transmissions if a signal is detected on said first selected channel. 

9. (Previously Presented) A system for locating mobile units within an area using a 
wireless local area network, comprising: 

a selected plurality of reference signal transmitters located at selected fixed locations 
within said area, said reference signal transmitters being arranged to transmit reference signals 
using a first selected channel of said wireless local area network; 

a computer having a database relating signal strengths of signals transmitted by said 
reference signal transmitters to location within said area; 

at least one access point coupled to said computer and providing wireless data 
communications between said computer and one or more mobile units in said area using one 
or more channels of said wireless local area network that are different from said first selected 
channel; and 

at least one mobile unit arranged to receive a selected plurality of said reference 
signals, determine signal strengths of said received reference signals and transmit data 
representing said signal strengths to said computer via said at least one access point using said 
one or more data communications channels; and 

wherein said computer is arranged to receive said data representing signal strengths 
and determine position of said mobile unit using said database. 

10. (canceled) 

1 1 . (Previously Presented) A system as specified in claim 9 wherein said wireless 
local area network is an IEEE Standard 802.1 1 network and wherein said mobile unit is 
arranged to determine signal strength using an RSSI function. 

12. (original) A system as specified in claim 9 wherein said reference signal 
transmitters are arranged to periodically transmit said reference signals as reference beacon 
signals at selected beacon intervals. 
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13. (original) A system as specified in claim 12 wherein said reference signal 
transmitters are arranged to transmit said reference signal beacons at different beacon 
intervals. 

14. (original) A system as specified in claim 9 wherein said reference signal 
transmitters are arranged to transmit said reference signals in response to request signals 
transmitted by a mobile unit on said first non-overlapping channel. 

15. (original) A system as specified in claim 9 wherein said data communications 
channels are selected to be non-overlapping with said first selected channel. 

16. (original) A system as specified in claim 9 wherein said reference signal 
transmitters are arranged to receive signals on said first selected channel and delay said 
reference signal transmissions if a signal is detected on said first selected channel. 

17-22. (Cancelled) 
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